412A - PIPER

Customer Services
SERVICE LETTER

Piper Aircraft Corporation

Lock Haven. Pennsvlvania, U.S.A.
Date:

May 6, 1964

(Supersedes Service Letter No. 412)

TO:
Distributors. Dealers. Certified Service Centers and Owners

SUBJECT:
Muffler and Tailpipe Support

MODELS AFFECTED:

PA-24"250" Comanches only. Serial Nos. 24-2175, 24-2299 1o 24-3321 incl.. 24-3323 10 24-3394 incl.. 24-3396 to 24-3437 incl.. 24-3439 10 24-3441 incl..
24-3443.24-3444_24-3446 1o 24-3457 incl.. 24-3459. 24-3460. 24-3462 to 24-3464 incl.. 24-3466 1o 24-3484 incl.. 24-3488 10 24-3536 incl.. 24-3538 10 24-3549
incl., 24-3551 to 24-3537 incl.

This Service Letler 13 to advise that a mufller support bracket and a bracket to support the tailpipe are available for installation on the subject aircrafl.

These supports are applicable to the PA-24 250" Comanches within the serial numbers listed above and it is recommended that they be installed on these aircraft
as the additional support will be instrumental in extending the service life of the exhaust svstem.

Kit No. 756 775 mav be ordered through vour Piper distributor or dealer at a suggested retail price of $28.08.

Very truly yours,

PIPER AIRCRAFT CORPORATION

W Mefrnes

WH:dlt Service Manager



BOLT 24386-02 (TORQUE TO ?5 N LKS.+ O -8)
WASHER AN 936 A#lS

(LOWER RIGHT BOLT ON DIL SCREEN HOUSING }
- e

LGCK PLATE QISI-00
(USE EXISTING NUT- TORQUE
TO BiG IN, LES.+0-15)

BRACKET 24389-00

CLAMP ASSEMHLY 24387-D0

BOLT AN4-5
NUT AN 310-4
CCTTER PIN AN 38D-2-2

BOLT 24388-03
(TORQUE TO
T8 IM. LBS_ +0 -8}

WASHER AN 938 AdI6 -

{FUEL LINE CLAMP MUST BE MOYED W%

IF INSTALLED ON THIS BOLT ) :‘:‘-;;:";: 560-416
. BRACKET 24388-00 NUT AN 310-4
11/4" MIN. CLEARANCE. BETWEEN TLIBE COTTER PIN AN 380-2-2
AND FUEL,DIL LINES]
BOLT AN3-2 _ ) CLAMPY 2I6B6-DZ & 22020-00
NUT AN3I0-3 QW BOLT ANI-S

NUT &N 3K0-3

COTTER PIN AN 380-2-2
COTTER PIN AN 380-2-2

NCTE 1
Daxill clawip ansamhbly, pert mo. 243867-00, an
mesaddary 1o align with mpport bracket, part

m. 4389-00. INgregard thn v tooling holss
10 thm clamp sssambly ., (Use . 250 drill)

SERVICE LETTER No. 4124

NOTE 1
Drill clamp assembly. part no. 24387-00. as necessary to align with support bracket. part no. 34389-00. Disregard the two tooling holes in the clamp assembly. (Use

250 drill)

SERVICE LETTER No. 412A



